
Cable Ties Polyamide 6.6

Features:

- PA 66, Natural

- Class 94V-2

- -35°C to 85°C operating temperature

- Made from 100% high quality plastic

- Inside serration for a strong hold

- UL File No. ZODZ2.E492107 Positioning Devices

Application:

- For general purpose application

Width Thickness

Inch MM MM MM LB KG

MG25080WH 3 3/16" 80 2.5 1.0 ± 0.05 Nat. White 18 8 100pcs/bag

MG25100WH 4" 100 2.5 1.0 ± 0.05 Nat. White 18 8 100pcs/bag

MG25120WH 4 3/4" 120 2.5 1.0 ± 0.05 Nat. White 18 8 100pcs/bag

MG25150WH 6" 150 2.5 1.0 ± 0.05 Nat. White 18 8 100pcs/bag

MG25200WH 8" 200 2.5 1.0 ± 0.05 Nat. White 18 8 100pcs/bag

MG36150WH 6" 150 3.6 1.2 ± 0.1 Nat. White 40 18 100pcs/bag

MG36200WH 8" 200 3.6 1.2 ± 0.1 Nat. White 40 18 100pcs/bag

MG36300WH 11 5/8" 300 3.6 1.2 ± 0.1 Nat. White 40 18 100pcs/bag

MG48200WH 8" 200 4.8 1.3 ± 0.1 Nat. White 50 22 100pcs/bag

MG48250WH 10" 250 4.8 1.3 ± 0.1 Nat. White 50 22 100pcs/bag

MG48300WH 11 5/8" 300 4.8 1.3 ± 0.1 Nat. White 50 22 100pcs/bag

MG48350WH 13 3/4" 350 4.8 1.3 ± 0.1 Nat. White 50 22 100pcs/bag

MG48370WH 14 3/5" 370 4.8 1.3 ± 0.1 Nat. White 50 22 100pcs/bag

MG76300WH 11 5/8" 300 7.6 1.5 ± 0.1 Nat. White 120 55 100pcs/bag

MG76350WH 13 3/4" 350 7.6 1.5 ± 0.1 Nat. White 120 55 100pcs/bag

MG76400WH 15 3/4" 400 7.6 1.5 ± 0.1 Nat. White 120 55 50pcs/bag

MG76450WH 17 3/4" 450 7.6 1.5 ± 0.1 Nat. White 120 55 50pcs/bag

MG90550WH 21 1/16" 550 9 1.8 ± 0.1 Nat. White 175 80 50pcs/bag

MG90650WH 25 9/16" 650 9 1.8 ± 0.1 Nat. White 175 80 50pcs/bag

MG90900WH 35 1/2" 900 9 1.8 ± 0.1 Nat. White 175 80 50pcs/bag
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Cable Ties Polyamide 6.6

Features:

- PA 66, Black

- Class 94V-2

- -35°C to 85°C operating temperature

- Made from 100% high quality plastic

- Inside serration for a strong hold

- UL File No. ZODZ2.E492107 Positioning Devices

Application:

- For extended life in outdoor applications

Width Thickness

Inch MM MM MM LB KG

MG25080BK 3 3/16" 80 2.5 1.0 ± 0.05 Black 18 8 100pcs/bag

MG25100BK 4" 100 2.5 1.0 ± 0.05 Black 18 8 100pcs/bag

MG25120BK 4 3/4" 120 2.5 1.0 ± 0.05 Black 18 8 100pcs/bag

MG25150BK 6" 150 2.5 1.0 ± 0.05 Black 18 8 100pcs/bag

MG25200BK 8" 200 2.5 1.0 ± 0.05 Black 18 8 100pcs/bag

MG36150BK 6" 150 3.6 1.2 ± 0.1 Black 40 18 100pcs/bag

MG36200BK 8" 200 3.6 1.2 ± 0.1 Black 40 18 100pcs/bag

MG36300BK 11 5/8" 300 3.6 1.2 ± 0.1 Black 40 18 100pcs/bag

MG48200BK 8" 200 4.8 1.3 ± 0.1 Black 50 22 100pcs/bag

MG48250BK 10" 250 4.8 1.3 ± 0.1 Black 50 22 100pcs/bag

MG48300BK 11 5/8" 300 4.8 1.3 ± 0.1 Black 50 22 100pcs/bag

MG48350BK 13 3/4" 350 4.8 1.3 ± 0.1 Black 50 22 100pcs/bag

MG48370BK 14 3/5" 370 4.8 1.3 ± 0.1 Black 50 22 100pcs/bag

MG76300BK 11 5/8" 300 7.6 1.5 ± 0.1 Black 120 55 100pcs/bag

MG76350BK 13 3/4" 350 7.6 1.5 ± 0.1 Black 120 55 100pcs/bag

MG76400BK 15 3/4" 400 7.6 1.5 ± 0.1 Black 120 55 50pcs/bag

MG76450BK 17 3/4" 450 7.6 1.5 ± 0.1 Black 120 55 50pcs/bag

MG90550BK 21 1/16" 550 9 1.8 ± 0.1 Black 175 80 50pcs/bag

MG90650BK 25 9/16" 650 9 1.8 ± 0.1 Black 175 80 50pcs/bag

MG90900BK 35 1/2" 900 9 1.8 ± 0.1 Black 175 80 50pcs/bag

*MG76300, MG76350, MG76400, MG76450 are not UL/RU Listed
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